
Bone and tissue composition 
from any DR system

Area 5.15 cm2

BMC 3.97 g

BMD 0.77 g.cm-2



Bone and tissue composition with DEXA precision

Composition
BMD and Tissue Composition with DEXA precision.

Single kVp exposure.

Diagnostic image quality maintained.

Patient dose unchanged or reduced.

Compatible with any DR or C-arm system.

Calibration compatible with standard QA procedures.

Accurate gridless scatter correction
Removes the need for an anti-scatter grid.

Accurate scatter prediction from measured composition.

Works for any body part – no prior knowledge of 
morphology required.

Gridless scatter-corrected diagnostic images
Upgrade compatible with any DR system

System Description
Component	 Thin passive metallic structure added 	
parts:		  between patient and detector

		  Software DLLs integrated to system imaging 	
		  chain

Speed: 		  No impact to diagnostic image acquisition 	
		  and display

Image quality: 	 Diagnostic image quality retained – verified in 	
		  image scoring trials

Operation: 	 Single kVp exposure

		  Removes requirement for anti-scatter grid

		  Patient dose unchanged or reduced

Compatibility: 	 CMOS and TFT flat panel detectors – no size 	
		  limitation

		  DR and C-arm geometries

Comparison of IBEX BMD and DEXA Accuracy

IBEX Trueview BMD Heatmap
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